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Subsea Bristle Blaster Bristle Blaster Prepper Q4
Bristle Blaster water pressure unit

Water driven Bristle Blaster equipment
Subsea Bristle Blaster-1

Subsea Bristle Blaster
Water-driven technology provides a profiled surface which is dense, regular and
angular for the mechanical bonding of protective materials against corrosion.
Connected with a power unit via a single, neutrally buoyant high-pressure hose,
the
Subsea Bristle Blaster® creates a surface preparation grade comparable to
SA2.5 or
SA3, with roughness levels up to 50 μm Rz.al jobs.
Prodused in Durable, salt water resistant materials.

www.princexml.com
Prince - Non-commercial License
This document was created with Prince, a great way of getting web content onto paper.

/file/thumb/file/9/997146&width=955&height=716&resize_mode=fill.jpg
/file/thumb/file/9/997146&width=955&height=716&resize_mode=fill.jpg
/file/thumb/file/9/997145&width=984&height=738&resize_mode=fill.jpg
/file/thumb/file/9/997145&width=984&height=738&resize_mode=fill.jpg
/file/thumb/file/9/997143&width=1200&height=900&resize_mode=fill.jpg
/file/thumb/file/9/997143&width=1200&height=900&resize_mode=fill.jpg
/file/thumb/file/9/997144&width=600&height=450&resize_mode=fill.jpg
/file/thumb/file/9/997144&width=600&height=450&resize_mode=fill.jpg


Excellent for pipeline composite reinforcements and subsea welding activity on
ships, port infrastructures and subsea pipelines.

- Drive unit
- Adaptor System 23mm
- Packed in MONTI Blow Mould Case
- 4 ea. Bristle Blaster belts

Bristle Blaster Prepper Q4

Bristle Blaster Prepper Q4
Semi -Automatic, 4ea beltes.
Speed, pressure, oscillation and rotation adjustable for removal and roughness
imprint. Suitable for wall, decks, H-beams and more.
Water driven.



Bristle Blaster water pressure unit

Bristle Blaster water pressure unit
Deliver the waterflow and pressure suitable for Subsea Bristle Blaster
down to 200m depths.
Single water pressure supply hose.
100-300 bar (1450-4350 psi)
20-40lpm (5,3 - 10,GPM)
Larger depths can be set up, contact supplier for calulations.
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