
Ørepropper
Produktnummer: Se tabell nedenfor

Max ørepropper
MAX ørepropper med snor

MAX ørepropper
Den mest brukte polyuretanskum ørepropp i verden

Honeywell-
HowardLeight

Verdens mest brukte polyuretanskum ørepropp. Formen gir maksimal komfort.
Profilens utforming gjør den lett å sette inn og hindrer at den sklir ut av
øregangen. Glatt og smussresistent.

Leveres i esker a 200 par pakket separat, i poser a 200 par som refill eller kolber á 400 par

for HL400 AM dispenser. Leveres også med snor.

Produktnr. Størrelse
05-3301161 MAX ørepropp Eske á 200 par pakket separat i plastforseglinger

05-1013046 MAX ørepropp Refill 200 par

05-1033016 Firmfit ørepropp Refill 500 par

05-50129777-001 MAX ørepropp 2 kolber á 400 par for HL400 AM dispenser
05-3301130 MAX ørepropp med snor (100 par)

Anbefalte bruksområder:
• Jordbruk
• Brannvesenet
• Skogsindustri
• Politiet
• Produksjon
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• Helsevesenet
• Militære
• Gruvedrift
• Olje og Gass
• Farmasi
• Stål- og metallindustri
• Transport
• Sveising

Forskrifter:
- 29 CFR 1910.95 - OSHA Occupational Noise Exposure (US)
- ANSI S3.19-1974 - Attenuation Test Protocol (US)
- Part II, (R.S.C. 1985, c. L-2) - Canada Labour Code
- Z94.2-1994 - Attenuation Test Protocol (CAN)
- 2003/10/EC - EU Hearing Directive
- 89/686/EEC - EC Directive/PPE
- Category II - EC Category/PPE
- EN 352-2:2002 - EU Standards
- NOHSC: 1007 (2000) - National Standard for Occupational Noise (AUS/NZ)
- NR 15 - Security and Health of Work, Annexes 1 and 2, n°3.214/1978
- ANSI S12.6/1997 - Method B - Attenuation Test Protocol (BR)
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